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Description of the SonicWorld The Brick MK2

The SonicWorld The Brick MK2 microphone and line preamplifier is an 
ultra-compact front end with which you can amplify any microphone 
signals and instruments in impressive quality with high headroom. 

The brick follows the tradition of the famous tube and transistor 
classics from Telefunken, TAB and Siemens. At that time, the design of 
audio equipment was not yet determined by cost issues, but the best 
technological components were used. 
The basis for the Brick MK2 are the sound-determining components of a 
Telefunken V672 amplifier card. Together with the discrete Class-A 
transistor circuit, the SonicWorld “ The Brick”  delivers a very fat, 
detailed “ expensive”  sound. 

The maximum gain of the brick is + 64dB. 

The two gain potentiometers on the front of the brick influence each 
other. Gain 1 controls the attenuation of the amplifier, Gain 2 controls 
the negative feedback. The unique “ twin gain”  design grants a wide variety 
of sonic possibilities and allows the Brick to operate without a PAD to 
process high input levels that would impair its sonic characters. 

A good “ start setting”  is Gain 1 fully clockwise and Gain 2 depending on 
the gain required. 

The integrated discrete transistor FET-DI provides a vivid sound that 
perfectly matches the sonic characteristics of the “ Brick” .

The brick has two galvanically separated outputs. 
An unbalanced output is available as output 1 on a 1/4”  jack socket, 
a symmetrical output is available as output 2 on the XLR male receptacle.

The wiring of the unbalanced jack socket can be changed internally by a 
jumper. So the balanced signal from the XLR output is also available in 
parallel on the jack socket. 

The housing of the Brick consists of a visually very attractive material 
mix of stainless steel and aluminum. The stainless steel front panel is 
highly polished; Lid, base and back are made of brushed stainless steel 
sheet. 

The brick requires an external 24 volt supply voltage. The scope of 
delivery includes a high-quality plug-in power supply that supplies 24V 
AC. This power supply unit is connected to the DC built-in socket on the 
rear. Alternatively, you can also operate the brick with a linear 
SonicWorld KNT power supply unit. Special adapter cables are available.

 



The Backpanel of the Brick 

T490S
Beschriftung
Combined XLR receptacle and 1/4-inch jack from Neutrik for balanced mic and instrument inputs

T490S
Beschriftung
Unsymmetrical Output 1 (1/4” jack).Can be connected internally via jumpers in parallel to Output 2 

T490S
Beschriftung
symmetrical Output 2 (XLR)

T490S
Beschriftung
Input jack for 24V AC power supply (included)

T490S
Beschriftung
48V - when activated +48V phantom power to XLR input

T490S
Beschriftung
DI - switch for input source. Microphone or, when pushed in,DI through 1/4" input jack

T490S
Beschriftung
Receptacle for external +24 Vand +48V power supply
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